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Cellular Gateway 

Catalogue Number Ordering  

Supply Voltage: 
10.5-30 VDC Power (Battery) 
12-30 VDC Power  

100 
300 

Product: Cellular Gateway CG 

Communication Input: 
RS232 
RS485 

C2 
C4 

Enclosure: 
No Voltage Boost 
Voltage Boost 

NB 
VB 

Optional Approvals: Explosion Proof (CID1) EXP 

Model: ABM _  _  _ - CG _  _   - _  _ - _  _  _ 

The Cellular Gateway enables new or existing ABM level sensors to connect to the ABM 

servers for remote monitoring, control and 24/7 online virtual support. 

Features 

 Remote monitoring for any ABM level sensor with RS232 or RS485 

 Wireless communication via cellular network 

 Web-based ABM Sensor Access portal for monitoring, configuration and 

alarm via email message setup 

 Up to five (5) alarm types per sensor by email application 

 Low-power feature for extended battery life 

 NEMA 4 / 4X enclosure, suitable for outdoor installation 

 Optional explosion proof approvals - Class I Division 1 (CID1) 

 

Dimensions 

Technical Data  

Input:  
Eight (8) sensors with RS485 or  
one (1) sensor with RS232 

Output: 
Cellular data transmission to         

ABM servers  

Configuration:  Remote via Sensor Access website 

Temperature: -40 to 60°C (-40 to 140°F) 

Antenna: 
Detached magnetic base antenna  

or side mounted antenna 

Enclosure: NEMA 4 / 4X, wall mountable 
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